scope of test
Before a Test Schedule can be developed, the Test Team must first understand where they are in the data collection plan.  For measures that will be fully satisfied or partially satisfied by previously collected data (Contractor, DT only, IT, or OA test events) the test team must qualify the data for use in OT.  The OTD must demonstrate to the A code (or Squadron CO), 01B, and 01C that the data fits the following criteria:
1) An Operationally Representative Operator was used
2) SUT was tested in an Operationally Representative Environment
3) SUT was evaluated against an Operationally Realistic Threat
4) Operationally Representative Targets were used
5) The configuration of the SUT sub-components evaluated remains unchanged for IOT&E.  If they were changed, the test team must prove the changes do not affect the pedigree of the data.

Assuming the post-test iterative process was executed correctly, all data should be traced back to a test plan, DMAP, or report.  The data contained in those reports should have been scored and AWGed.  Since the data was acceptable under those tests, normally the OTD only needs to qualify the test for use in OT and not each individual data element.  The OTD receives approval qualifying previously collected data for OT at the Touch Point B meeting.

0. Previous data qualified for ot
Data was collected for the following measures (table 2-X) taken from the IEF throughout the T&E life cycle of the SUT.  This data will be carried forward for OT use in satisfying measures to resolve COIs.

	Table 2-X.  Previous Data Qualified for OT

	Event
	Date/Location
	Measures Fully Satisfied
	Measures Partially Satisfied
	Completed Vignette Runs
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2.1  
2.2  
[EVENT NAME]
Provide a discussion demonstrating how the data is qualified for use in OT.  The discussion must address who operated the SUT, the environment it was operated in, threats and profiles simulated, targets used, and configuration of the SUT while on test and how it relates to the current phase of test.


	[bookmark: _GoBack]Table 2-X. [EVENT NAME] SUT Configuration

	Subcomponent
	Configuration

	
	[EVENT NAME]
	[Planned Test]

	
	
	

	
	
	

	
	
	

	
	
	



[EVENT NAME]
Include a discussion for every event for which data needs to be qualified.




