MATERIAL FACTORS CAUSE CODES

Select all that apply to the mishap and insert in the Mishap Investigation Report.

[bookmark: _GoBack]Identify major component if all causes apply to it.  If different causes apply to different equipment, list each equipment with the applicable cause(s) following it.

CAUSE CATEGORY/CAUSE SUBSET								

A.  RELIABILITY OF EQUIPMENT:
    A1 Manufacturing Defect
    A2 Installation Defect
    A3 Inadequate Design
       A301 Design Hazard to Personnel
       A302 Design Hazard to Equipment
       A303 Design Inhibits Maintenance
    A4 Elex/CCA/Module Component Failure
    A5 Mechanical Component Failure
    A6 Seal Failure
    A7 Safety Feature by-passed/cut out
    A8 Safety or Guard Failed
    A9 Unauthorized Change/Alt/Adjustment
    A10 Inappropriate Item for Use
    A11 Electromagnetic Interference (EMI)

B.  SUPPORTABILITY OF EQUIPMENT:
    B1 Allowed Spare not on board
    B2 Spare not Allowed
    B3 Spare is Wrong Mod
    B4 Spare is NRFI
    B5 COSAL Wrong Configuration
    B6 APL/AEL not in SNAP File

C.  MAINTAINABILITY OF EQUIPMENT:
    C1 PMS/INST Inadequate or Inaccurate
    C2 Missing Technical Document(s)
    C3 Maintenance/Operator Induced Failure
       C301 Maintenance Person Not Trained
       C302 No Maintenance Person Onboard
    C4 PMS Frequency Wrong
    C5 Location Impairs Access
    C6 Bit/Bite Failure
    C7 PMS Not Being Conducted
    C8 Alignment/Adjustment Required

E.  SUPPORT EQUIP:
    E1 A/C Inadequate
    E2 Cooling water inadequate
    E3 Dry Air Inadequate
    E4 Ship’s Power Problem
    E5 Shore Power Problem
    E6 Test Equipment/Tool Problem
    E7 Out Of Calibration/Certification

F.  SOFTWARE:
    F1 Software Configuration Wrong
    F2 Reloads/Reboot Frequent
    F3 Software Fault

G.  HARDWARE:
    G1 Item Missing
    G2 Item Cannibalized
    G3 Item Physically Damaged
    G4 Item Missing Field Change/ORDALTS ECP
    G5 Item Hardware loose
    G6 Item Hardware Deteriorated

H.  CORROSION:
    H1 Corroded Parts
    H2 Corrosion Controls Inadequate
    H3 Preservation Failure

I.  NORMAL WEAR AND TEAR

J.  OTHER CAUSE (MUST EXPLAIN IN TEXT)

K.  UNDETERMINED DUE TO INSUFFICIENT FACTS
