NIAPS Hardware Specifications
Depending on the ship or submarine platform, the server that NIAPS will reside on can be one of several different configurations.  Below is a table that shows the hardware requirements of a typical configuration.  
Products that would like to be part of the NIAPS suite of applications must be able to work within this environment without complication or customization.
	System:

Processor:

Operating System:

Memory:

Drives:

Display Adapter:


	HP ProLIiant ML570 G2
2.30GHz Intel Pentium III processor

Microsoft SharePoint Portal Server 2007 SP1
4 GB
1.4 TB Hard Disk Drive; 3.5” Floppy Drive; Compaq AIT 100 GB Tape Drive, CD/DVD ROM Drive

ATI Technologies, Inc. RAGE XL PCI


For a more detailed list of hardware specifications for a given ship platform, contact the NIAPS System Engineer, NIAPS Configuration Manager, NIAPS Fleet Services Lead or NIAPS Project Director.

For the most current list of Common PC Operating System Environment (COMPOSE) and NIAPS Framework applications that makes NIAPS function, any of the following.
· NIAPS System Engineer: 812-854-8835
· NIAPS Configuration Manager:  812-854-3604
· NIAPS Fleet Services Lead:  812-854-8591
· NIAPS Project Director:  812-854-8332

