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SAFETY REVIEW ITEMS - VIPER UBA
A. GENERAL/ADMINISTRATION

1. (VPRO4) IS ALL VIPER UBA AND ASSOCIATED EQUIPMENT COVERED UNDER PMS?
REF: VIPER VSW OPERATING MANUAL
VIPER VSW MAITENANCE MANUAL
C R NA UA
| | Repeat
[ | Significant
| pms

2. (VPRO5) IS A MAINTENANCE RECORD PACKAGE MAINTAINED FOR EACH VIPER UBA
AND DOES IT CONTAIN THE FOLLOWING?
A. NAVSEA CERTIFICATION LETTER
B. MAINTENANCE LOG SHEETS. COPIES OF RECs AND FARs.
C. MOST RECENT INITIAL SETUP, PRE/POST DIVE.

REF: VIPER VSW MAITENANCE MANUAL
VIPER VSW OPERATING MANUAL
C R NA UA
| | Repeat
| | Significant
| pMs

3. (VPRO6) ARE FAR FORMS FOR THE VIPER UBA, FORWARDED TO PMS-EOD AND
EODTECHDIV.
REF: PMS-EOD-22 MEMO, Dated 09 March 2004
C R NA UA
| Repeat
[ | significant

. PMS

4. (VPRO7) IS A REC LOG OF APPROVED MAINTENANCE ACTIONS MAINTAINED FOR
EACH VIPER UBA?

REF: PMS-EOD-22 MEMO, Dated 09 March 2004
C R NA UA
[ | Repeat
[  Significant
| pMs

5. (VPRO8) ARE PERSONNEL QUALIFIED TO WORK ON 02 SYSTEMS AND DO THEY
REQUALIFY EVERY THREE YEARS?

REF: MIL -STD- 1330
NAVSEA OOC3-PI-007
C R NA UA
| | Repeat
[ | Significant
| pMS

A. GENERAL /ADMINISTRATION



6. (VPRO1) ARE PERSONNEL QUALIFIED IN THE USE, OPERATION AND MAINTENANCE
OF THE VIPER UBA?
REF: VIPER VSW MAITENANCE MANUAL
VIPER VSW OPERATING MANUAL
OPNAVINST 3150.27 SERIES
C R NA UA
| | Repeat
|  Significant
| pyMs
7. (VPRO2Z2) ARE THE VIPER UBA INITIAL SETUP, PRE-DIVE AND POST-DIVE CHECK
LISTS AVAILABLE, AND ARE THEY USED?
REF: VIPER VSW MAITENANCE MANUAL
VIPER VSW OPERATING MANUAL
C R NA UA
| | Repeat
| | Significant
| PMS
8. (VPRO3) ARE RE-ENTRY CONTROL SHEETS COMPLETED FOR ENTRY INTO REC
BOUNDARIES?
REF: VIPER VSW MAITENANCE MANUAL
VIPER VSW OPERATING MANUAL
C R NA UA
| | Repeat
[ Significant
| pMs
B. MAINTENANCE
9. (VPRO9) IS HYGIENIC MAINTENANCE ON VIPER HOSES, MOUTH PIECE AND
COUNTER-LUNG BAGS BEING ACCOMPLISHED?
REF: VIPER VSW MAITENANCE MANUAL
VIPER VSW OPERATING MANUAL
APPLICABLE PMS
C R NA UA
| | Repeat
[ Significant
| pMs
10. (VPR10) IS REQUIRED PMS BEING PERFORMED ON VIPER UBA AND ASSOCIATED
EQUIPMENT?
REF: APPLICABLE PMS

VIPER VSW MAITENANCE MANUAL
VIPER VSW OPERATING MANUAL

C R NA UA
| | Repeat
[ | Significant

. PMS




11. (VPR11l) IS THE IN-LINE METERING VALVE CALIBRATED TO THE PROPER FLOW
RATE?
REF: APPLICABLE PMS
C R NA UA
[  Repeat
[ ] Significant
| pms
12. (VPR12) IS THE VIPER UBA TEST EQUIPMENT CALIBRATED?
REF: APPLICABLE PMS
VIPER VSW OPERATING MANUAL
C R NA UA
| | Repeat
| | Significant
| pms
13. (VPR13) IS THE COUNTER-LUNG RELIEF VALVE SET PROPERLY?
REF: VIPER VSW OPERATING MANUAL
APPLICABLE PMS
C R NA UA
| Repeat
[ Significant
| pms
14. (VPR14) IS THE PRIMARY REGULATOR AND THE BC INFLATION CYLINDER
REGULATOR PROPERLY SET?
15. (VPR15) ARE ONLY APPROVED LUBRICANTS BEING USED (CHRISTO-LUBE MCG 111
OR DOW CORNING 111)°2
REF: VIPER VSW OPERATING MANUAL
VIPER VSW MAITENANCE MANUAL
APPLICABLE PMS
C R NA UA
|  Repeat
[ | Significant
| pms
16. (VPR16) IS THE CANISTER LID, FOAM COMPRESSION PAD, CANISTER BODY, AND

SCRUBBER BASKET FREE FROM DIRT AND DETERIORATION?
REF: VIPER VSW OPERATING MANUAL
VIPER VSW MAITENANCE MANUAL
C R NA UA
| | Repeat
[ | Significant
| pMs




17. (VPR17) IS THE INTERIOR OF THE VIPER AND THE PNEUMATIC SYSTEM FREE OF
DIRT, CORRISION, DAMAGE, AND DETTERIORATION?
REF: VIPER VSW MAITENANCE MANUAL
VIPER VSW OPERATING MANUAL
C R NA UA
| | Repeat
[ | Significant
| PMS
18. (VPR18) IS THE VIPER BC FABRIC, PULL CORD, SEAMS, TABS, AND STITCHING
FREE OF CHAFFING, CUTS, DAMAGE OR DETERIORATION?
REF: VIPER VSW OPERATING MANUAL
APPLICABLE PMS
C R NA UA
[  Repeat
[ | Significant
| PMS
19. (VPR19) ARE THE NITROGEN/OXYGEN (N202) BOTTLES HYDROSTATICALLY TESTED
AND LOW MU CERTIFIED AND PROPERLY IDENTIFIED?
REF: APPLICABLE PMS
VIPER VSW OPERATING MANUAL
C R NA UA
| | Repeat
[ | Significant
| PMS
20. (VPR20) ARE THE BC INFLATION BOTTLES HYDROSTATICALLY TESTED?
REF: VIPER VSW OPERATING MANUAL
APPLICABLE PMS
C R NA UA
| Repeat
[ | Significant
| PMS
21. (VPR21) IS THE VIPER UBA LOW MU CERTIFIED?
REF: VIPER VSW OPERATING MANUAL
APPLICABLE PMS
C R NA UA
| Repeat
| | Significant
| PMS
22. (VPR22) IS THE PROPER MIXED GAS MIXTURE BEING USED?

REF: VIPER VSW OPERATING MANUAL
C R NA UA
[ | Repeat
| | Significant
|| pMs




23. (VPR23) ARE ALL INTERMEDIATE PRESSURE HOSE CONNECTIONS TIGHT (HAND
TIGHT ONLY)?
REF: VIPER VSW OPERATING MANUAL
VIPER VSW MAITENANCE MANUAL
C R NA UA
| | Repeat
[ | Significant
| PMS
24. (VPR24) ARE MAINTENANCE REQUIRMENTS FOR THE MK-48 FULL FACE MASK BEING
ACCOMPLISHED?
REF: OM&M MK-48 SUPER MASK VSW DETACHMENT
C R NA UA
| | Repeat
| | Significant
| PMS
25. (VPR25) IS THE CO2 ABSORBENT WITHINITS SHELF LIFE?
REF: NAVSUP P-485
C R NA UA
| | Repeat
[ | Significant
| PMS
26. (VPR26) IS A WELL VENTILATED AREA AVAILABLE FOR FILLING CO2 SCRUBBER
CANISTERS WITH CO2 ABSORBENT?
REF: OPNAVINST 5100.19 SERIES
C R NA UA
| | Repeat
|  Significant
| PMS
27. (VPR27) IS PERSONAL PROTECTIVE EQUIPMENT (PPE) AVAILABLE TO PERSONNEL
WHEN FILLING THE CO2 SCRUBBER CANISTERS?
REF: VIPER VSW OPERATING MANUAL
OPNAVINST 5100.19 SERIES
C R NA UA
[  Repeat
[ | significant
| PMS
28. (VPR28) ARE 02 SAFE AREA PROCEDURES AND PRECATIONS POSTED AND BEING

OBSERVED?
REF: NAVSEA OOC3-PI-007
VIPER VSW MAITENANCE MANUAL
C R NA UA
| | Repeat
[ | Significant
| pms




29. (VPR29) IS THE 02 SAFE AREA CLEARLY MARKED; "RESTRICTED - 02 SAFE
AREA", "NO SMOKING, EATING OR DRINKING"?
REF: NAVSEA OOC3-PI-007
VIPER VSW MAITENANCE MANUAL
C R NA UA
| | Repeat
[ | Significant
| pMs
30. (VPR30) ARE THE VIPER MAINTENANCE TOOLS CLEAN AND DESIGNATED FOR "O2
USE ONLY"?
REF: VIPER VSW OPERATING MANUAL
NAVSEA OOC3-PI-007
C R NA UA
[  Repeat
[ | Significant
| pMs
C. OXYGEN TRANSFER PUMP ASSEMBLY (OTPA) MK-23 MOD 0/1
31. (VPR31l) ARE RELIEF VALVES TESTED EVERY 36 MONTHS?
REF: APPLICABLE PMS
C R NA UA
| | Repeat
[ | Significant
| pMs
32. (VPR32) IS THE OXYGEN OUTLET GAUGE CALIBRATED IN ACCORDANCE WITH PMS?
REF: APPLICABLE PMS
C R NA UA
[  Repeat
[ | significant
| pMs
33. (VPR33) ARE ALL FLEXIBLE HOSES PROOF TESTED PRIOR TO INITIAL
INSTALLATION?
REF: NAVSEA S6430-AE-TED-010
C R NA UA
| | Repeat
| | Significant
| pMS
34. (VPR34) IS ALL REQUIRED MAINTENANCE BEING CONDUCTED ON THE MK-23 MOD

0/1 OTPA AND BEING PROPERLY DOCUMENTED?

REF: APPLICABLE PMS
C R NA UA
[ | Repeat
| Significant
| pMs




35. (VPR35) ARE OPERATING AND EMERGENCY PROCEDURES (OPS/EPS) FOR THE MK-23
MOD 0/1 OTPA AVAILIBLE AND IN USE?
REF: NAVSEA SS600-A6-MMO-010
NAVSEA SS500-AX-MMA-010
C R NA UA
| | Repeat
[ | Significant
| PMS
36. (VPR36) DO ALL FLEXIBLE HOSES HAVE A PROPER STRAIN RELIEF DEVICE
ATTACHED?
REF: U.S. NAVY DIVE MANUAL
C R NA UA
| | Repeat
| | Significant
| pMS
37. (VPR37) ARE RE-ENTRY CONTROL PROCEDURES FOLLOWED AND ENTERED IN THE

REC LOG? IF CONTRACTED OUT, WORK PACKAGES MUST BE RETAINED AND
PMS DOCUMENTED.

REF: NAVSEA SS521-AA-MAN-010

C R NA UA
| | Repeat
|

Significant

.| PMS




VIPER UBA

COMMAND NAME:

LOCATION:

uIC:

DATE:

SURVEYOR(S):

NO. COMPLETE: NO. REQ ACTION: NOT APPLICABLE:

Q # |Question Result Sig | Rep | PMS
1 VPRVPR0O4 C R N U
2 VPRVPRO5 C R N U
3 VPRVPRO6 C R N U
4 VPRVPRO7 C R N V)
5 VPRVPROS8 C R N U
6 VPRVPRO1 C R N U
7 [vPrVvPRO2] C R N U
8 VPRVPRO3 C R N U
9 VPRVPR0O9 C R N V)
10 VPRVPR10 C R N U
11 VPRVPR11 C R N U
12 VPRVPR12 C R N U
13 VPRVPR13 C R N U
14 VPRVPR14 C R N U
15 VPRVPR15 C R N U
16 VPRVPR16 C R N V)
17 VPRVPR17 C R N U
18 VPRVPR18 C R N U
19 VPRVPR19 C R N U
20 VPRVPR20 C R N U
21 VPRVPR21 C R N U
22 VPRVPR22 C R N U
23 VPRVPR23 C R N U
24 |VPRVPR24] C R N U
25 VPRVPR25 C R N U
26 VPRVPR26 C R N V)
27 VPRVPR27 C R N U
28 VPRVPR28 C R N U
29 |VPRVPR29] C R N U
30 VPRVPR30 C R N U
31 VPRVPR31 C R N U
32 VPRVPR32 C R N U




33 VPRVPR33 C R N U
34 VPRVPR34 C R N U
35 VPRVPR35 C R N U
36 VPRVPR36 C R N U
37 VPRVPR37 C R N U




